Olmec OP800 Mac OS X Printer Driver Instruction Manual
Rev.1.0
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1. Installation of the Printer Driver

Please take following steps to install Printer Driver and to register Printer.

(1) Set the media which the Printer Driver Installer [OP800

Installer] is contained.

(2) Execute Printer Driver Installer [OP800 Installer] from the

media that contains the Installer and click [Continue].

- o introduction

filalls) = Install Dlmec-OPBO00-isstalier

Welcome to the Olmec-OPBO00-Installer Installer

orvduction,

3) [License Agreement] will be displayed. Read the License

Agreement. If you agree, click [Continue].

HOO 1951371 Qimac-OPS00-{nstaser
Software License Agreement
Enghish =

© Uicaitia \ [p—

Certinue

4) A message asking you if you agree with the terms of the

License Agreement. Click [Agree].

To continue installing the software you must agree to the terms
of the software license agreement.

Click Agree to continue or click Disagree to cancel the instaliation
and quit the Installer.

(5) Click [Install]

L Twia] o ISIRE Dimec-OPE00-itstalier

 Introdaction |
© Uicense h

4 Destnatacd Selach this. sobemst or the vl
 Installation Type ..‘.

(6) Password for the administrator will be requested. Enter the

password.

Installer requires that you type your

- - password.
el
Name:
» Details
@) (Cancel ) ( OK )




(7 A message will appear asking you if you are sure to install :

e
installation is done. Are you sure you
want to instal! the software now?

L

the software. Click [Continue Installation].

Cancel ) {* Continue 3

(8) After a while, installation will be completed. Click [Restart] o

R —
Installation completed successhully

to reboot the OS. o ot

o License ¥,
+ Bevinariod sk
) instaltavion Type |

o Insalation Install Succeeded

Toe softwars was suceessbaly satsbes

Clich Restars 1o finish instaliing the softmare.

W

2. Registration of the Printer

(1) Turn on the printer power. Connect PC and the printer by
USB cable.

(2) Open [Print & Fax] setup screen 860 Sstem Prsferences
[« »|[ Showall | Q|
[How to open Print & Fax] persona , 7
& DO M E e @
Open application menu from Finder. e e e Y
) Hardware
Click [System Preferences]. 3} : = ” & = Q
Bluetooth CDs & DVDs Displays Energy Keyboard & Print & Fax Sound

Saver Mouse

Click [Print & Fax].

Internet & Network

®é® 6 Q @

Mac Network  QuickTime Sharing

System

X o & § O @

Accounts  Date & Time  Software Speech  Startup Disk  Universal
Update Access

Other
Version Cue
cs3

enn Print & Fax

3) Click [ ]to add Printer. B T Q

{“Printing | Faxing = Sharing

InMenu  Printer

No printer is selected

Selected Printer in Print Dialog: = Last Printer Used K
Default Paper Size in Page Setup: | A4 5 @

]
'] l\ Click the lock to prevent further changes.




4) Printer Browser will appear on the screen. Select eee Printer Browser o

[ _OP800] Printer whose connection is shown as [usb-bidl]. f?ﬁw é: =
. It will also function if you select USB USB Standard — T Commaction
Driver . However, in this case, error pop-up will not m
function.
. It may take awhile until [usb-bidl] comes on the screen as
Connection.
Name: _OP800

Location: ttc-mac.local

Print Using: Generic PostScript Printer - !

(7) 3t searching for new drivers  ( More Printers_ ) ( Add )
4

(5) Change name to [OP800].

(6) Select [ICI Olmec-OP800] at Print Using and click [Add]. an60 iifter Biovwaer o
o s

]
= &
Default Browser P Printer Search
Printer Name A | Connection
_QP300 UsB
m
.
v
Name: _OP800
Location: ttc-mac.local
Print Using: | ICI =
Mode| = |
ICI Olmec-OP&0O, 1.000
® ( More Printers.. ) ( Add )
4
. . eoen Print & Fax
(7)  This should add the Printer as shown. o e «

Printing | Faxing Sharing |

In Menu  Printer
©__ Olmec_OP800 L)

Name: Olmec_OP800
Location: Directly attached via usb-bidi
Kind: ICI Olmec-OP800, 1.000
Status: Idle

+ - (printQueve... ) (" Printer Setup... )

Selected Printer in Print Dialog: _Last Printer Used s ]
Default Paper Size in Page Setup: | A4 5

Q)

]
] 5 Click the lock to prevent further changes.

e With Mac OS X 10.4(Tiger), Printer Registration may be performed in almost the same manner although

some of the screen differs from above.




3. Descriptions of Printer Driver features

Page setup Select print size. It is necessary that the print size set here matches
the ink ribbon/paper actually set at the printer.
Page Setup
Settings: | Page Attributes = [OImec OP800] "7 8x10 inch .
Farmat for: | Olmec _OPB00 USB (2] “8)(10 !nCh“ (DefaU|t) EXX% in;hz
IC1 Olmec-CPE00, 1.000 8X12 InCh Sx; ":(hxe
Paper Size: | 8x10 inch _:_i “8x5 inchx2” ol
20.69 by 25.77 cm “ i ”
e 8x6 inchx2 Other
Orientation: :t' '2 Manage Custom Sizes...
Scale: [100%
® (Cance)) (0K
Copies and Page [Copies]

Print

Set the number of print copies

Printer: | Olmec _OP800 USB =] +)
Presets: | Standard m [CO"ated]
Copies: [1  Collated Specify in what print sequence copies shall be made.
) e When marked on [Collated], prints will be made as
Layout =) collated sequence.
agesperSheet: (1 |3 . H :
AL ’17 Example: 3 copies each of 3 pages are printed.
yout Direction: [F&| | 1| | ¥
1 o = [Collated] [Not collated]
S— ) | 5 2 |
: 2 o) 2 1 2 | ]
? PDF P Cancel Print 3 3 3 1 2 3
Layout [Page]
e All CAll pages will be printed. _ _
 ’§, S oo From: To: : Specified range of pages will be printed.
Presets: | Standard m
Voo oo
Poasm: O - Multiple images will be combined D2
Layout B into one page. Number of images 4
— Pages per Sheet: [1 C combined into one page may be 6
B ’i\ S| selected from 1, 2, 4, 6, 9, or 16. 9
1 Border: NQM—T]

(@ ( POFv Preview

Cancel ) ( Print )

[Layout Direction]

Positions of combined images are set.

[Border]

Border lines between combined
images may be drawn. Selection
among no line, single hairline,
single thin line, double hairline and
double thin line may be made.

Singla Hairline
Single Thin Line

Double Hairline
Double Thin Line

[Two-Sided]
Two-Sided print is not possible.




Color Matching [Color Sync]: Selection cannot be altered.

Print
. Please make the color matching at the application such as

Printer: [ Olmec _OP800 USB W =
Presets: [ Standard ] Photoshop.
Copies: |1 ™ Collated
Pages: @) All . .

OFrom: 1 to: 1

| Color Matching 3]

(@) (POFv ) ( Preview Cancel ) ( Print )
Paper Handling Pages to Print & Al nages ‘
= [All pages]: All pages will be . Odd Only
: i ~ Even Only

printer: [ Olmec _OP800 USB Bl printed.
e = [Odd Only]: Odd numbered pages
Copies: |1 M Collated will be printed.
Peg=: Ol — T j [Even Only]: Even numbered pages

O From: to: - . .

Paper Handiing ™ will be printed.

Pages To Print: | All pages % .
( o ';‘kScka;e\l;‘ﬁ( Da’per’s‘i%e ) Page Orc_jer ) ) ] ( Autumatic .
ale down only [Automatic]: Printed in the . Normal
s Oiier et sequence of the page order. Reverse

(Preview ) (Cance) (o) [Normal]: Same as Automatic.
[Reverse]: Printed in reversed
sequence of the page order.

[Destination Paper Size]: Print is

Destination Papar Size 7 Suggested Paper. 8x10 inch

made on the specified paper size. gﬁg :;z:
[Scale to fit paper sizel: Adjust g ¢ inchns
image to the selected paper size to | 8x6 inchx2

print.

[Scale down only]: When marked,
scale down image if needed to
match the paper size to print.

Cover Page Print Cover Page
[None]:  Cover Page will not be printed.

Print
[Before document]: Cover Page will be printed first.
Printer: [ Olmec _OP800 USB BIS . .
e = [After document]:  Cover Page will be printed at the end.
Copies: |1 ™ Collated
Pages: @ All
= Orom: [1 to: |1 : Cover Page Type classified i
Cover Page B Cover Page Type may be confidential :
AEEEAT R selectedfrom among choices secret 5
EAﬁerdocumem ShOWﬂ. ‘f ml’d .
standard : topsecret |
. unclassified |
Billing Info: _ sesmpg -
(@ (POFv ) ( Preview Cancel ) ( Print )

Billing Info: Entered billing data will be printed on Cover Page.




Scheduler

Print
Printer: [ Olmec _OP800 USB E1S]
Presets: | Standard ﬂ
Copies: 1 | @ Collated
Pages: @ All
OFrom: 1 to: 1
Scheduler (]
Print Document: ) Now
O At
(O On Hold

Priority: [ Medium %]

(@ (PoFv ) ( Preview Cancel ) (CPrint )

Print Document

[Now]: Printing will start immediately.

[At]: Printing will start at the specified time.

[On Hold]: Printing will be kept on hold (Printing will not start until
resumed).

[Priority] Urgent
When there are pending print . High
orders, it is possible to alter print ¥ Medit
priority. Selection among Urgent,
High, Medium (default) and Low is
possible.

Special function

Print
Printer: [ Olmec _OP800 USB ™ &
Presets: | Standard ﬂ
Copies: 1 ™ Collated
Pages: @ All
O From: 1 to: 1
Printer Features ?]

Feature Sets: | Special function 13

Print mode: | Photo mode 3]
Multi chop: | Off ]
(] Natwral color mode

" Monochrome

@ (poFv ) (Preview ) Cancel ) (CPrint )

[Print mode]
Photo mode: Soft gradation gamma will be selected for printing.
Grafic mode: High contrast gamma will be selected for printing.

Graphic mode

[Multi chop]
Off: Multiple chop is not activated. -
In half(with slug): Cut into two parts at the middle g.
In half(no slug): Cut into two parts at the middle without a slug.
Into three(no slug): Cut into three parts without slug.

v Off
in halfiwith slug)
in half(no slug)
Into three{no slug)

[Monochrome]
When marked, print will be made in black
and white.

Color balance

Print
Printer: [ Olmec _OP800 USB ™ &
Presets: | Standard ﬂ
Copies: 1 ™ Collated
Pages: @ All o
O From: 1 to: 1
Printer Features ?]
Feature Sets: | Color balance =]
Red: (0 T3]
Green 0 ﬂ
Bue: (0 19)
(@ (POFv ) ( Preview ) Cancel ) ( Print )

Color balance: Alter image color
[Red] (Cyan): (Cyan) -10to 0 to +10 (Red)

[Green] (Magenta): (Magenta) -10 to O to +10 (Green)

[Blue] (Yellow): (Yellow) -10 to 0 to +10 (Blue)

Color correction

Print
Printer: [ Olmec _OP800 USB 2l
Presets: | Standard =)
Copies: |1 ™ Collated
Pages: @ All

OFrom: 1 to: |1

“Printer Features )

Feature Sets: | Color correction $

Brightness : | 0

g

Contrast 0

Saturation: | 0 7}
Sharpness: [ 0 1)
Resize: [ 100% %)

PDFv ) ( Preview Cancel Print :

@

[Brightness]: Alter brightness of the image.
(Dark) -10 to 0 to +10 (Bright)

[Contrast]: Alter contrast of the image.
(Low)-10 to 0 to +10 (High)

[Saturation]: Alter saturation level of the image.
(Low) -10 to 0 to +10 (High)

[Sharpness]: Increase or decrease the sharpness level of the image.
(Decrease) -4 to +4 (Increase)

[Resize]: Enlarge or scale down the image.
(Reduce) 90% to 100% to 110%(Enlarge)




4. Pop-up function for error

Error message
When an error is caused, a pop-up message shown below will appear on the screen.

Clicking [Cancel] will cause job to be deleted and Printer will be ordered to stop printing.

Error Displayed message
EOO0 USB Communication Error

EO1 Print head does not work. (up)

EO02 Print head does not work. (down)

EO3 Please check the position of ink ribbon

EO4 Error in head controller.

EO05 Paper jam during feeding.

EO06 Paper jam during rewinding.

EQ7 Paper cutter is abnormal.

EO8 Internal command error.

E09 Error in writing flash ROM.

E10 Failure in power supply.

E11 Failure in grip roller movement.

E12 Please check the room-temperature thermistor.
E13 Please check the room-temperature thermistor.
El4 Please check the print-head thermistor.

E15 Please check the print-head thermistor.

E16 Error in writing EEPROM.

[Olmec_OP800] Error: E06
Paper jam during rewinding.
Please re-start the printer.

Cancel )



Warning message

When there is a warning error, an error pop-up message as shown below will appear on the screen.

Printing will resume when the cause of the error is removed.

Clicking [Cancel] will delete the print job and Printer will be ordered to stop printing.

Error Number Displayed message
W51 Ink ribbon run out.
Please replace an ink ribbon.
W52 Please place a proper size of paper and ink ribbon.
Also, check paper size setting of the printer driver.
W53 Front door is open.
Please close a door.
W54 Ink ribbon is not set.
Please set an ink ribbon.
W55 Paper roll is empty.
Please replace a paper roll.
W56 Paper is not loaded properly.
Please re-set a paper roll into a printer.
W57 Please place a proper size of paper.
Also, check paper size setting of the printer driver.
W58 Front door is open.
Please close a door.
W73 Failed to detect the ribbon mark.
Please check the ink ribbon.
W78 Ink ribbon is abnormal.
Please try printing again.
W79 Head unit position is abnormal.
Please try printing again.

[Olmec_OPB00] Warning : W58

Front door is open.
Please close a door.

5. Applicable OS versions
Mac OS X 10.5 Leopard

® |Installation on Mac OS X 10.4 (Tiger) is possible and the Driver will function.

[ Cancel )

However, there

are some limitations in the function of the Driver when used with Mac OS X 10.4 (Tiger).

® The Driver does not function with Mac OS X 10.3 (Panther) and earlier versions.

6. Recommended PC conditions

PC Apple PC to meet required conditions of the applicable OS version.
CPU As required for applicable OS version.

RAM 1GB or more

HDD Available memory space of 2GB or more.

Other OS must be able to function without difficulty.

® PC conditions must also meet the requirement of the application software when application

software is used.

® Operation may slow down when conditions are not sufficient to meet recommended conditions.

9



7. Restrictions

Please note that there are following known restrictions with the current version Printer Driver.

When more than one printer of the same model are
connected, there is no control to which printer the
print job will be ordered next (for example, if two of
OP800 are registered, print will be made to either
one that is first recognized).

At the moment, it is not possible to control multiple
printers of the same model. Please connect only
one Printer of the same model.

After installing the Driver on Mac OS X 10.4, if OS
is rebooted and then the Printer is connected,
[usb-bidl] will not come up on the screen.

This is a problem with 10.4 (Tiger). It will function
correctly if you connect Printer by USB before
rebooting. With 10.5 (Leopard), it functions
correctly even when Printer is connected after
rebooting.

When printing with iPhoto, switching repeatedly
between Details and Standard will cause a situation
that entering Copies/From/to may not be possible.

This is a problem with 10.4 (Tiger). It is possible to
enter Copies at main screen. There is no problem
with 10.5 (Leopard).

When printing with PhotoShop, Copies may not
entered at the Driver menu. Copies may be ente
only at the main screen of PhotoShop.

This is a problem with 10.4 (Tiger). Itis possible to
enter Copies at main screen. There is no problem
with 10.5 (Leopard).

If the printer name is changed, the printer name of
the error pop-up does not reflect the change. At
printing, icon will be displayed but the icon name
does not reflect the change in the printer name.

Cue name created when Printer was first registered
is referred. Cue name may not be changed after
registering the Printer. To change Printer name, it
iS necessary to re-register Printer.

Japanese letters may be entered for Billing Info.
However, printed Japanese letters become
deformed.

This comes from OS. Please do not use Japanese
letters.

Any number may be entered for Copies.

This comes from OS. Printer will limit the Copies at
99. Maximum number of Copies allowed is 99.
(This is the upper limit that the Printer Software is
designed to handle).

Any number may be entered for Billing Info.

This comes from OS. Please avoid entering data
that is not necessary.
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